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Decision tree - adoption of MASH road safety 
barrier systems and devices 

Yes No 

Has the need for a 
new barrier been 

identified? 

No Yes 

No action required An appropriately tested 
barrier system should 

be selected from TMR's 
'Accepted Road Safety 
Barrier Systems and 
Devices' document. 
Proprietary MASH 

tested barrier systems 
(steel, wire rope or 

concrete), as well as 
public domain concrete 

barriers (MASH and 
Non-MASH) are 

permitted for new 
installations. 

Is the barrier 
damaged or 
impacted? 

No 

No action required 

Yes 

Is the barrier 
significantly 
damaged? 1 

No 

Public Domain barrier 
components can be 

used to repair or 
replace. 

Yes 

Does the total 
length of barrier 

inhibit the financial 
viability of a full 

system 
replacement? 

Replace only 
damaged sections 

with available MASH 
or non-MASH barrier 

options3. 

Yes2 No 

Consider replacing 
the full system using 

the MASH barrier 
options available from 

TMR's 'Accepted 
Road Safety Barrier 

Systems and Devices' 
document. 

Do non-MASH tested barriers 
already exist on site? 

Notes:  
1. Refer to The Frequently Asked Questions for guidance on 
determining what is considered "significant damage".  
 
2. An assessment on the risks of not replacing the entire system 
should be undertaken, and E&T Road Design team be consulted  
(Email: Standards_Research_and_Training@tmr.qld.gov.au) prior 
to replacing damaged sections.  
 
3. Where the available replacement product requires a transition 
to the remaining system (due to height or profile differences etc), 
consult with supplier for connection details. 
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