
Colour Legend

Retroreflective white

Notes:

1. Fire danger warning signs are to be used to inform of the fire rating in 
the surrounding area.

2. The fire danger legend to be Highway Gothic Wide 33 mm high (e.g. 
EXTREME).

3. * Font to be Highway Gothic Wide.

4. ** Font to be Highway Gothic Regular. 

5. For the indication meter, a colour overlay film should be used over a 
Class 1W retroreflective white sheeting.

6. For plate details see page 2 and 3. 

7. For installation details of the supplementary information plates see page 
4.

8. For pointer details and fixing see page 5.

9. For electronic version of the sign refer to TC2370.
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Notes:

1. The supplementary plate has a separate message on either side and can be reversed as required.

2. Supplementary plate to be 3mm in thickness.

3. Minimum of 6 mm hook bolts and U bolts should be utilised.

INFORMATION PLATE ATTACHMENT DETAIL
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40

Holes to suit 
Hooks and U-Bolts Padlocks

Changeable
information plates
(3mm thickness)

Hooks with double nuts 
and washers tacked or
burred on.

U-Bolt with double nuts
and washers tacked or
burred on.
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Colour Legend

FIXING DETAILS

Black

Retroreflective white

Notes:

1. The pointer should be 10 mm aluminium.

2.  All attachments to the pointer should not be exposed to its 
face and should not interfere with the surface sheeting.
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