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Notes:

3. # Insert dangerous goods classes as required.

1. *  See Page 6 for patch details.

2. ** Insert clearance height.

4. May be used in advance of a tunnel where an alternate route is 
available.
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Notes:

1. *  See Page 6 for patch details.

2. ** Insert clearance height.

3. # Insert dangerous goods classes as required.

4. May be used in advance of a tunnel at the last exit available before 
reaching the tunnel.
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“PROHIBITED IN TUNNEL -
MUST EXIT (RIGHT)”

Notes:

1. *  See Page 6 for patch details.

2. ** Insert clearance height.

3. # Insert dangerous goods classes as required.

4. May be used in advance of a tunnel at the last exit available before 
reaching the tunnel.
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Notes:

1. *  See Page 6 for patch details.

2. ** Insert clearance height.

3. # Insert dangerous goods classes as required.

4. May be used immediately prior to the tunnel. Stopping on turnaround 
facilities would be desirable but may or may not be practical to provide.
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Notes:

1. *  See Page 6 for patch details.

2. ** Insert clearance height.

3. # Insert dangerous goods classes as required.

4. May be used in advance of a tunnel at an entry point to the road 
leading to the tunnel where there are no other opportunities to exit 
prior to reaching the tunnel after entering the road.
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Notes:

Insert clearance height.1. **  

2. #  Insert dangerous goods classes as required.
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