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	Specific Contract Requirements
	

	
	

	Contract Number
	 
	

	

	Note:
	Clause references within brackets in this Annexure refer to clauses in the parent Technical Standard MRTS11 unless otherwise noted.

	


Part A – Completed By Principal as Part of Brief

	1 SEAL DESIGN (Clauses 6.1.1 and 14.6)

	
The Seal shall be designed by
	The Principal
	
	The Contractor
	

	

	2 SPECIFIC TREATMENT DETAILS (Clauses 6.1.1, 6.3.1, 6.3.2, 12.8, 13.2, 14.2 and Table 2)


The specific treatment details applicable to this Contract are as follows.


	
	  Control Line
	
	
	
	
	
	

	
	Reference Location
	
	
	
	
	
	

	
	Work Item (if applicable)
	
	
	
	
	
	

	
	Section
	From
	
	
	
	
	
	

	
	
	To
	
	
	
	
	
	

	
	
	Length (m)
	
	
	
	
	
	

	
	
	Nom. Spray Width (m)
	
	
	
	
	
	

	
	
	Area (m2)
	
	
	
	
	
	

	
	Prime Coat
	Treatment 
†1
	
	
	
	
	
	

	
	
	Type/Class/Grade
†2
	
	
	
	
	
	

	
	
	Est. Rate (l/m2) 
†3
	
	
	
	
	
	

	
	
	Cover Material
	
	
	
	
	
	

	
	
	Est. Rate (m2 / m3) 
†4
	
	
	
	
	
	


	
	Control Line
	
	
	
	
	
	

	
	First Seal Coat
	Treatment 
†1
	
	
	
	
	
	

	
	
	Type/Class/Grade
†2
	
	
	
	
	
	

	
	
	Est. Rate (l/m2) 
†3
	
	
	
	
	
	

	
	
	Cover Aggregate
	
	
	
	
	
	

	
	
	Est. Rate (m2 / m3) 
†4
	
	
	
	
	
	

	
	Second Seal Coat /

or Double Application of Cover Aggregate  With a Single Application of Binder
	Treatment
†1
	
	
	
	
	
	

	
	
	Type/Class/Grade
†2
	
	
	
	
	
	

	
	
	Est. Rate (l/m2) 
†3
	
	
	
	
	
	

	
	
	Cover Aggregate 1
	
	
	
	
	
	

	
	
	Est. Rate (m2 / m3) 
†4
	
	
	
	
	
	

	
	
	Cover Aggregate 2
	
	
	
	
	
	

	
	
	Est. Rate (m2 / m3) 
†4
	
	
	
	
	
	

	
	Tables Notes

†1
Treatment - prime, primerseal, seal, reseal or enrichment.

†2
Type and class or grade of bituminous material.

†3
Estimated Spray Rate 15ºC of bituminous material.

†4
Estimated Spread Rate.


	3 SEAL DESIGN

3.1  Contractor testing of inputs into Principal’s seal design (Clauses 6.1.1 and 6.2)



	
	The Contractor is required to complete testing of the cover aggregate’s Particle Size Distribution, Aggregate Flakiness Index and Average Least Dimension
	Yes
	
	No
	

	
	

	
	The Contractor is required to complete modified texture depth testing.
	Yes
	
	No
	

	
	

	
	The Contractor is required to complete Ball Penetration testing.
	Yes
	
	No
	

	
	


	3.2 Requirements of the Contractor’s seal design (Clauses 6.1.1 and 6.3.1)

The following additional requirements shall apply to the Contractor’s seal design.


	Design Item
	Conditions

	General
	

	Traffic
	

	Underlying Pavement
	


	4 
REQUIREMENTS FOR MATERIALS

4.1 Cover Aggregate Adhesion Agent
 (Table 7.1)

Adhesion agent shall conform to the following requirements.

	
	


	4.2 Compliance and Payment of Binder (Clause 7.1)

Contractor-supplied bitumen, multigrade bitumen and polymer modified binder shall comply with MRTS17 or MRTS18 requirements, as applicable, at the following locations:


	Binder Type/Class/Grade
	Compliance Point for Payment of Binder 

	
	Point of Release from the Manufacturer
	Point of Delivery

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	4.3 Protective Material Over Cover Aggregates (Clause 8.2 and Clause 10 of MRTS22)

Protective material over cover aggregates shall conform to the following requirements.



	
	

	5 
ADDITIONAL PLANT REQUIREMENTS (Clause 9)


The following minimum requirements shall apply to plant additional to those stated in Clause 9.

	
	


	6 ADDITIONAL PROCESS REQUIREMENTS - SPRAYING

	6.1 Programming of Spray Runs (Clause 10.4)


The following requirements shall apply to programming spray runs additional to those stated in Clause 10.4.

	
	


	6.2 Minimum Pavement Surface Temperature (Clause 11.2)

	The minimum pavement surface temperature prior to spraying shall comply with the following


	Location
	Binder Type/Class/Grade
	Temperature (degrees Celsius)

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	6.3 
Time Period/s Between Bituminous Treatments (Clause 11.4)

The following time period/s shall apply between bituminous treatments.


	Location
	Lower Bituminous Treatment
	Upper Bituminous Treatment
	Maximum or Minimum
	Time Period (days)

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	6.4 Time Period/s Between Double/Double Seal (Clause 11.4)

The following time period/s shall apply between double/double seals.

	
	

	6.5 Requirements for Cutting Back of SAMIs (Clause 12.7)

         The following cutting requirements apply for SAMIs.


	
	


	7 ADDITIONAL PROCESS REQUIREMENTS – SPREADING

7.1 
Excess Prime Cover Material (Clause 13.5)

Excess prime cover material shall be removed from the surface -

	
	
	Yes
	
	No
	

	7.2 Requirements for Aggregate Spreader (Clause 14.4)

The following types of aggregate spreader shall be used:

	
	Spreader Type
	Spreader Characteristics
	

	
	
	Method of Control of Aggregate Spread Rate During Spreading
	Variable Width 
Gate Mechanism
	Spreader Type 
to be Used Note 1

	
	1 Note 2
	Direct manual control of aggregate box
	Manual
	

	
	2 Note 3
	Remote control 
(for example, Operator located in cab)
	Automatic 
	

	
	3 Note 4
	Automated and calibrated 
(independent of Operator)
	Automatic
	

	
	Notes

Note 1 –
If Type 1 is nominated, the Contractor may use Type 1, Type 2 or Type 3.  If Type 2 is nominated, the Contractor may use Type 2 or Type 3.  If Type 3 is nominated, the Contractor must use only Type 3.

Note 2 –
Typical example includes Cockerel Spreader

Note 3 –
Typical example includes VicRoads Roller Spreader

Note 4 –
Typical examples include Lenny Spreader Box (SpreaderBoxes Australia), Bearcat Spreader (USA), Phoenix Spreader (United Kingdom) and Wirtgen Spreader (Germany)


	7.3 
Number of Roller Passes (Clause 14.5.5)

	


The minimum number of roller passes on cover aggregate shall be as stated below.


	Location
	Binder Type/Class/Grade
	Number of Passes

	
	
	

	
	
	

	
	
	

	
	
	


	7.4 
Removal of Loose Aggregate after Rolling (Clause 14.6)


	Location
	Maximum Allowable Loose Aggregate Particles

	
	

	
	

	
	


	8 EARLY TRAFFICKING REQUIREMENTS (Clause 14.8)
The minimum early trafficking requirements shall be as stated below.

	
	


	9 SURFACE TEXTURE DEPTH REQURIEMENTS (Clause 16.2)

Surface texture testing shall achieve the requirements stated below. 


	
	Location
	Minimum Surface Texture Depth Requirements (mm)1

	
	
	

	
	
	

	
	
	

	
	Note 1: The minimum texture depth requirements are detailed in the Roads Surfacings Manual. 


	10 SUPPLEMENTARY REQUIREMENTS (Clause 17)


The following supplementary requirements shall apply to this standard.

	
	

	
	


"Until theTransport and Main Roads policy on macrotexture and microtexture is released, the minimum surface texture depth for sprayed seals shall not be specified”
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