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	Recycled Materials for Pavements
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	 
	

	

	Note:
	Clause references within brackets in this Annexure refer to Clauses in the parent Technical Standard MRTSS35 unless otherwise noted.

	


	1 FORMAT FOR SUBMISSION OF NRMB (CLAUSE 5.3.2)



	The Contractor’s Offer Document requires a Mix Registration Certificate for the NRMB under the Recycled Materials in Pavements Registration System
	Yes
	
	No  
	X


	2 NRMB MANUFACTURER (CLAUSE 5.3.2)



	The Manufacturer of the NRMB shall be a Registered Supplier under the Recycled Materials in Pavements Registration System
	Yes
	
	No
	X

	If “No”, the Contractor shall provide documentation demonstrating adequate quality assurance procedures for the following: 
a) Control of source materials through processes that include:

· Record of source of materials contained in each truck coming to the plant;
· Recording systems for meeting Regulatory requirements for fire ants;
· Inspection of materials at entry gate of plant;
· Inspection of materials at the point of tipping;

· Recording and quality systems for both stockpiling materials and addressing contaminants and excess foreign materials.

b) Manufacturing procedures including:

· Sorting and stockpiling of raw materials;

· Procedures and methods for dust control;

· Crushing and grading procedures including plant used;
· Methods for blending materials to achieve the NRMB;

· Processes for foreign material identification and removal including plant and methods for metal extraction and other foreign material removal;
· Methods for addition of water;

· Processes for stockpiling and storage of crushed materials;

· Methods for transferring crushed recycled materials to trucks and the Works.
c) Statistical control processes to assure quality and satisfy the Contract.


	3 CONTACT WITH METAL PIPES/ FITTINGS (CLAUSE 6.2.1 and TABLE 10.3.2-A)

	The recycled material blend is to be in direct contact with galvanized or aluminum pipes/ fittings
	Yes
	
	No  
	


	4 MOISTURE CONTENT (CLAUSE 7.3)

	
	The moisture content requirements of the NRMB shall comply with the following:

	
	


	5 STOCKPILE REQUIREMENTS (CLAUSE 8)

	
	The stockpile requirements shall comply with the following:

	
	


	6 SUPPLY OF MATERIAL TO THE WORKS (CLAUSE 9.2.1)

	
	The requirements for supply of materials to the Works shall be as follows:

	
	


	7 COMPACTED LAYER THICKNESSES (CLAUSE 9.2.3)

	
	The requirements for compacted layer thicknesses shall be as follows:

	
	


	8 MINIMUM TESTING REQUIREMENTS (CLAUSE 10.3.2)

Construction Activity
Normal Testing Level
Reduced Testing Level
Minimum Testing Frequency
Minimum Number of Tests
Minimum Testing Frequency
Minimum Number of Tests



	9 LOT SIZE AND FREQEUNCY OF TESTING REQUIREMENTS FOR NRMB MATERIAL OF LESS THAN 1000 TONNES (CLAUSE 10.3.3)

	
	The lot size and frequency of testing requirements for the NRMB material properties in Table 10.3.2-B shall be as follows:
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