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	Annexure MRTS30.1
	

	Dense Graded and Open Graded Asphalt
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	 
	

	

	Note:
	Clause references within brackets in this Annexure refer to Clauses in the parent Technical Standard MRTS30 unless otherwise noted.

	


Part A – Completed By Principal as Part of Brief
	1 
MIX DESIGN REGISTRATION (Clauses 8.2 and 10.4.3.1)

	
	Type of registered mix design required
	Laboratory Verified
	
	Production Verified
	

	
If no indication is given, a production verified mix design is required.


	2 
COARSE AGGREGATE PAFV (Clause 10.2.2)

	
	The following minimum PAFV (Polished Aggregate Friction Value) shall apply.

	
	Layer
	Location
	Minimum PAFV 

	
	Surfacing
	
	

	
	Surfacing
	
	

	
	Trafficked lower layer
	
	

	
	Trafficked lower layer
	
	


	


	3 BINDER (Clause 10.2.5)


The following special binder requirements apply.


	Location
	Binder Type
	Binder Specification

	
	
	

	
	
	

	
	
	

	
	
	


	4 CRACK FILLING (Clause 12.2.4.3)


Cracks are to be filled in the following areas.

	
	


	5 STRAIN ALLEVIATING FABRIC STRIPS (Clause 12.2.4.4)

Strain alleviating fabric strips are required in the following areas.

	
	


	6 
TACK COAT (Clause 12.2.5, and Clause 2.3.2 of MRS30)

	
	Tack coat application rate shall be 
	
	  litres/m2 of residual bitumen.

	
	Typical range for tack coat spray rate is 0.05 to 0.2 litres/m2 of residual bitumen.


	7 
MATERIAL TRANSFER VEHICLE (Clause 12.2.6.3)

	
	A material transfer vehicle is required to be used for the following layers.


	Location
	Yes
	No

	
	
	

	
	
	

	
	
	

	
	
	


	
	If no indication is given, a material transfer vehicle shall be used for DG28 and layers containing an A0.6S, A5S or A10S polymer modified binder. 


8 BRIDGE STRUCTURES (Clause 12.2.6.3)



Load limits apply on structures within the works as follows.
	Structure
	Chainages
	Details

	
	
	

	
	
	

	
	
	

	
	
	


9 PAVER LEVEL CONTROL (Clause 12.2.6.8)



The following methods shall be used for paver level control.
	
	Course / Layer
	
	
	
	
	

	
	Method  †
	
	
	
	
	


	
	†  Method Code —


A
=
Paver’s self-levelling action only


B
=
Manual control in conjunction with finisher’s self-levelling action


C
=
Automatic control actuated by a fixed reference line


D
=
Automatic control actuated by a travelling reference beam


E
=
Automatic control actuated by a matching shoe


F
=
Automatic control actuated by a computerised layer thickness device


G
=
Automatic control actuated by a laser or sonic control reference system

	
	
H
=
Other
	


10

PLACEMENT TRIAL (Clause 12.2.6.12.1)
	
A placement trial is required for each of the following pavement layers.


	Location
	Yes
	No

	
	
	

	
	
	

	
	
	


	11
TEXTURE DEPTH  (Clauses 12.2.11 and 12.3.2)

The following minimum texture depth value shall apply.

	
	Layer
	Location
	Minimum Texture Depth (mm) (These cells must be completed)

	
	Surfacing
	
	

	
	Surfacing
	
	

	
	Trafficked lower layer
	
	

	
	Trafficked lower layer
	
	

	


	12
EXPOSURE OF DG20 AND DG28 LAYERS TO WEATHER (Clause 12.2.14)

	
	DG20 and DG28 layers, compacted to a minimum characteristic value of relative compaction of less than 93.0%, shall be covered with the next layer of asphalt or sprayed seal within 10 calendar days of placement.
	Yes
	
	No
	


	

	13
ACCEPTANCE OF A REJECTED LOT FOR UTILISATION AT A REDUCED LEVEL OF SERVICE (Clause 12.3.1.2)


	
	Acceptance of a rejected lot for utilisation at a reduced level of service for relative compaction shall apply. 
	Yes
	
	No
	


	14
HIGHER STANDARD OF RELATIVE COMPACTION (Clause 12.3.1.2)


	
	An additional payment for a higher standard of relative compaction shall apply.
	Yes
	
	No
	


15




VERTICAL TOLERANCE CONTROL (Clause 12.3.3.1)

The following vertical tolerance controls shall apply.
	
	Item Number
	
	
	
	
	

	
	Reduced Level Control
	
	
	
	
	

	
	Thickness Control
	
	
	
	
	

	
	


	16
SURFACE EVENNESS

16.1
Specified Count Rate (Clause 12.3.3.4)

	
	The specified road roughness count rate (Rs)
(Rs shall not be less than 40)
	
	counts per kilometre

	
	

	16.2



Count Rate Prior to Overlay (Clause 12.3.3.5)

	
	The road roughness count rate prior to overlay (Rp) shall be based on the value obtained by the Principal after all surface correction has been completed but prior to the overlay layer.
	Yes
	
	No
	


	17
SUPPLEMENTARY REQUIREMENTS (Clause 14)

The following supplementary requirements shall apply.

	
	


“Until the Main Roads policy on macrotexture and microtexture is released, the minimum PAFV shall be:-


48 for open graded asphalt; 


48 for DG14HS surfacing layers; and


45 for all other dense graded asphalt surface layers.”








"Until the Main Roads policy on macrotexture and microtexture is released, there is no minimum texture depth requirement."
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