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	Annexure MRTS84.1
	

	Deck Wearing Surface
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	 
	

	

	Note:


	Clause references within brackets in this Annexure refer to Clauses in the parent Technical Standard MRTS84 unless otherwise noted.


	1 
CONSTRUCTION PROCEDURES (Clause 4.2)

The following construction procedures are required to be submitted to the Administrator.

	
	


	2 DECK WEARING SURFACE

2.1 
Type of Waterproof Membrane (Clause 6.1)

	
	The waterproof membrane shall be 
	Type A
	

	

	
	
	Type B
	

	

	2.2 
Cover Aggregate Nominal Size for Type A Waterproof Membrane (Clause 6.2)

	
	The nominal size of cover aggregate for Type A waterproof membrane is
	
	  mm

	

	2.3 Cover Aggregate Nominal Size for Type B Waterproof Membrane (Clause 6.3)


	
	The nominal size of cover aggregate for Type B waterproof membrane is
	
	  mm


	2.4 Bitumen Based Crack Sealant - Approved Products (Clause 5.2)


The following products are approved for use as bitumen based crack sealants.

	
	


	2.5 
Waterproof Membrane Primer - Approved Products (Clause 6.4)


The following products are approved for use as a rapid curing primer.

	
	


	2.6 Waterproof Membrane Primer Application Rate (Clause 6.4)

	
	The rate of application of the primer shall be
	
	  L/m2

	

	2.7 Waterproof Membrane Binder Application Rate (Clause 6.5)

	
	The rate of application of the binder shall be
	
	  L/m2

	3 SUPPLEMENTARY REQUIREMENTS (Clause 8)


The following supplementary requirements shall apply.

	
	


	Page 2 of 2
MRS84.1

June 09


	Page 1 of 2
 MRTS84.1

June 09



