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	Annexure MRTS08.1
	

	Plant-mixed Stabilised Pavements using Cement
	

	
	

	Specific Contract Requirements

	

	Contract Number
	 
	

	

	Note:


	Clause references within brackets in this Annexure refer to clauses in the parent Technical Standard MRTS08 unless otherwise noted.


Part A – Completed By Principal as Part of Brief
	1 LOT SIZES AND TESTING FREQUENCIES (Clause 5.4)


1.1 
Material Standards for unbound material to be stabilised

	The maximum lot size for supply of material shall be
	


The following minimum testing frequencies shall apply to unbound pavement material to be stabilised.

	Material Property
	Normal Testing Level
	Reduced Testing Level

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


If no frequencies are given they shall be tested in accordance with frequencies specified in MRTS05 Unbound Pavements for the corresponding, nominated material.

1.2 
Construction Standards

	The maximum lot size for construction of the stabilised layer shall be
	


If no indication is given the maximum lot size shall be equal to the area (in m2) of production, of completed stabilised layer, achieved during one work period, provided the material is essentially uniform.

The following minimum testing frequencies shall apply to construction activities.

	Construction Activity
	Normal Testing Level
	Reduced Testing Level

	
	Minimum Testing Frequency
	Minimum Number of Tests
	Minimum Testing Frequency
	Minimum Number of Tests

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	2 MATERIAL STOCKPILES (Clause 6.9)

Stockpiles of pavement material shall be located as stated below.

	
	

	
	

	3 UNBOUND PAVEMENT MATERIAL COMPLIANCE TESTING (Clause 7.3.1)


For the following locations and/or material subtypes, material compliance testing shall be undertaken on samples taken from the pavement.

	
	


	4 COMPACTION STANDARD (Clause 8.2.3)


The minimum compaction standards shall be as stated below.

	
	Material Subtype
	
	
	
	
	

	
	Compaction Standard
	
	
	
	
	

	5 GEOMETRICS

5.1 Primary Tolerance (Clause 8.2.7.1)


The primary tolerance on any layer which uses Type 2 or 3 unbound granular material shall be as stated below.

	
	The primary tolerance on any layer shall be 
	A (± 15 mm)
	
	B (± 25 mm)
	

	
	If no indication is given, the primary tolerance shall be ± 15 mm.


	5.2 
Additional Tolerances Applicable to Other Than the Final Layer (Clause 8.2.7.2.1)


The additional tolerances shall also apply to the surfaces of the layers stated below.

	
	


	5.3 Deviation From a Straight-Edge (Clause 8.2.7.2.2)


The maximum deviation from a straight-edge on any layer which uses Type 2 or 3


unbound granular material shall be as stated below.

	
	The maximum deviation from a straight-edge on any layer shall be 
	C (5 mm)
	
	D (8 mm)
	

	
	If no indication is given, the maximum deviation from a straight-edge shall be 5 mm.

	
	

	5.4 Surface Evenness (Clause 8.2.7.2.4)

	
	The specified road roughness count rate (Rs) is
	
	 counts per kilometre

	
	


	6 VISIBLE DEFLECTION OF PAVEMENT LAYERS (Clause 9.2.8)

The visible deflection test shall also be applied to the surfaces of the layers stated below.

	
	


Part B – Part B to be completed by the:

(  Principal 


               (  Designer under the Contract

	7 PAVEMENT MATERIAL AND STABILISING AGENT DETAILS (Clauses 6.1, 6.6 and 6.7)


The pavement material, stabilising agent and strength requirements shall be as stated below.

	
	Reference Location
	
	
	
	
	

	
	Course Location
	
	
	
	
	

	
	Material Subtype (unbound granular material)
	
	
	
	
	

	
	Grading Envelope
	
	
	
	
	

	
	Stabilising Agent
	
	
	
	
	

	
	Estimated Stabilising Agent Content (%, by mass)
	
	
	
	
	

	
	Minimum Unconfined Compressive Strength of Stabilised Material Strength (MPa)
	
	
	
	
	


	8 

Bituminous Curing Coat for the Final Layer (Clauses 6.3 and 8.1.7)


The curing coat for the final layer of stabilised material shall be as stated below.


	Reference Location 
	Type
	Estimated Rate 

(l/m2 at 15oC)

	
	
	

	
	
	

	
	
	


	9 
COVER MATERIAL DETAILS (Clause 6.5 and 8.1.7)


The cover material for the bituminous curing coat for the final layer of stabilised pavement shall be as stated below.


	Reference Location
	Type
	Estimated Rate
(m2/m3)

	
	
	

	
	
	

	
	
	


	10 MINIMUM LIMITS FOR PLASTICITY INDEX OR LINEAR SHRINKAGE (Clause 6.6)

The following minimum limits shall apply to materials supplied under the Contract.


	Reference Location / Material Subtype
	Plasticity Index or 
Linear Shrinkage

	
	

	
	

	
	

	
	

	
	


	11 
Allowable working time:  period between mixing and compaction and trimming (Clause 8.1.3)


The maximum period between the commencement of mixing to the completion of compaction and trimming shall be as stated below.

	
	Location
	
	
	
	
	

	
	Maximum Period (hours)
	
	
	
	
	


	
	If no minimum limits are indicated for a particular material subtype, none shall apply.  

Minimum limits are not applicable to Type 1 materials.

	12 SUPPLEMENTARY REQUIREMENTS (Clause 10)

The following supplementary requirements shall apply.
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