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	Annexure MRS08.1
	

	Plant-mixed Stabilised Pavements using Cement
	

	
	

	Specific Contract Requirements

	

	Contract Number
	 
	

	

	Note:


	Clause references within brackets in this Annexure refer to clauses in the parent Specification MRS08 unless otherwise noted.


	1 STABILISED PAVEMENT (Clause 2.4)

Item numbers and locations for stabilised pavement shall be as stated below.


	Item Number
	Reference Location
	Course Location

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	2 
BITUMINOUS CURING COAT (Clause 2.4)

Item numbers and locations for bituminous curing coats shall be as stated below.


	Item Number
	Reference Location

	
	

	
	

	
	


	3 
COVER MATERIAL FOR BITUMINOUS CURING COAT DETAILS (Clause 2.4)


Item numbers and locations for cover material for the bituminous curing coat shall be as stated below.


	Item Number
	Reference Location

	
	

	
	

	
	


	4 UTILISATION OF A REJECTED LOT FOR A REDUCED LEVEL OF SERVICE
(Clauses 2.5.1, 2.5.3.1, 2.5.3.2 and 2.5.4)

	
	The maximum road roughness count rate (Rm)
	
	counts per kilometre


	5 ADDITIONAL PAYMENT FOR A HIGHER STANDARD OF SURFACE EVENNESS (Clause 2.6.1)

	
	An additional payment for a higher standard of surface evenness shall apply
	Yes
	
	No
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