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	Annexure MRTS85.1
	

	Repainting Steel Bridges
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	 
	

	

	Note:


	Clause references within brackets in this Annexure refer to clauses in the parent Technical Standard MRTS85 unless otherwise noted.

	

	1 
MICACEOUS IRON OXIDE PAINT SYSTEMS - REGISTERED PRODUCTS (Clause 5.7)


The following micaceous iron oxide paint systems are approved for use.


	Zinc Phosphate Primer
	Micaceous Iron Oxide
	Supplier

	Luxaprime Zinc
	Ferrodor F (each colour)
	Dulux Australia

	Emer-gard Heavy Duty Primer
	Emer-Micaceous Iron Oxide (each colour)
	Parbury Technologies

	
	
	


	2 SCOPE OF WORK (Clause 6.1)


The scope of the work to be undertaken under the Contract is as follows.

	
	

	3
APPLICATION RATES (Clause 7.1)


The following application rates shall apply


	Location
	Coating
	Dry Film Thickness
(microns)

	
	
	


	4
LOCATION OF WASTE STORAGE SITE (Clause 8.3)


The waste storage site for red lead shall be as follows.

	
	


	5
SUPPLEMENTARY REQUIREMENTS (Clause 11)


The following supplementary requirements shall apply.
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