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	Annexure MRTS22.1
	

	Supply of Cover Aggregate
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	 
	

	

	Note:
	Clause references within brackets in this Annexure refer to clauses in the parent Technical Standard MRTS22 unless otherwise noted.

	

	1 DETAILS of cover AGGREGATE (Clauses 7.1.3 and 7.1.4)

Cover aggregate shall conform to the following requirements.


	Location Identification and/or Item Number
	Nominal Size (mm)
	Quality Category
	Precoated or Unprecoated

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	2 
PRECOATING OF COVER AGGREGATE (Clause 7.1.4)

The following are acceptable Precoating Agent Types.


	Description of Aggregate eg Nominal Size (mm) and Quality Category
	Precoating Agent Type/s1
	Nominal Field Application Rate (L/m³)²
	Other Requirements

	
	
	
	

	
	
	
	

	
	
	
	

	1 A full list of approved precoating agents and agent types are available on the Transport and Main Roads Registered Suppliers database.
2 The field application rates suggested are nominal only and will vary depending on the characteristics (porosity, texture) and condition (cleanliness, moisture condition) of the aggregate.  The aggregate application rates shall be selected to achieve the requirements of Clause 7.1.4 of MRTS22.  Excessive application rates are to be particularly avoided for precoating products containing waste oil.


	3 PRELIMINARY SAMPLE OF COVER AGGREGATE (Clause 8.1)

	
A preliminary sample of cover aggregate material is required.
	Yes
	
	No
	


	4 Location of Stockpiles for CONFORMANCE testing 

	4.1 Location of Stockpile for Conformance Testing of Uncoated Aggregate (Clause 8.2)

Compliance testing shall be completed for the properties of uncoated aggregates from stockpiles at the nominated location/s.


	Description of Aggregate eg Nominal Size (mm) and Quality Category
	Material Properties
	Location of Stockpile

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	4.2 Location of Stockpile for Conformance Testing of Degree of Precoating (Clause 8.2)

Testing of degree of precoating shall be carried out at the quarry unless nominated otherwise below. 

	
	


	5 STOCKPILE SITE

5.1 Location of Stockpile Site (Clause 9.1.1)


The following area(s) may be used for the construction of a stockpile site.

	
	


	5.2 
Additional Restrictions on Location of Stockpile Site (Clause 9.1.2)

The following additional restrictions shall apply to the location of the stockpile site.

	
	


	5.3 Construction Standard for Stockpile Site (Clause 9.2.1)
The standard of construction of the stockpile site shall be as follows.

	
Standard A
	
	Standard B
	
	The standard described below
	


	
	


	6 SUPPLEMENTARY REQUIREMENTS (Clause 11)

The following supplementary requirements shall apply
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