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	General Earthworks
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	 
	

	

	Note:


	Clause references within brackets in this Annexure refer to Clauses in the parent Technical Standard MRTS04 unless otherwise noted.


	1 Quality System Requirements

1.1 Lot Size (Clause 5.3)

The following maximum lot sizes shall apply to the construction of work covered by this Specification.


	Construction Activity
	Maximum Lot Size

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	1.2 Testing Frequencies (Clauses 4, 5.4.2 and 5.6)

The following minimum testing frequencies and minimum number of tests shall apply to the construction of work covered by this Specification.


	Construction Activity and Verification Requirement
	Test Required
	Normal Testing Level
	Reduced Testing Level

	
	
	Minimum Testing Frequency
	Minimum Number of Tests
	Minimum Testing Frequency
	Minimum Number of Tests

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


	2 CLEARING AND GRUBBING

2.1 Additional width for clearing and grubbing (Clause 7.2.1)

	
	The maximum additional width for clearing and grubbing is
	


	2.2 Areas to be Cleared and Grubbed (Clause 7.2.1)

The following areas are to be cleared and grubbed in addition to those specified.

	
	


	2.3 Trees Required by the Principal (Clause 7.2.3)

The following trees are required by the Principal for use as marketable timber.

	
	


	2.4 Additional Requirements for Clearing and Grubbing (Clause 7.2.8)

The following requirements apply to clearing and grubbing operations additional to those specified in Clause 8.

	
	


	3 STRIPPING OF TOPSOIL

3.1 Areas to be Stripped (Clause 8.2)

The following areas are to be stripped of topsoil to the depth stated.



	Location
	Average Depth (mm)

	
	

	
	

	
	

	
	


	3.2 Topsoil Stockpile Locations (Clause 8.4.1)

The following areas on the Site are available for the stockpiling of topsoil.

	
	


	4 EMBANKMENT FOUNDATIONS (Clause 9.2)

The following minimum allowable bearing pressures or minimum CBRs shall apply to foundations for embankments.


	Location
	Minimum Allowable Bearing Pressure (kPa)
	Minimum CBR

	
	
	

	
	
	

	
	
	

	
	
	


	5 ACID SULPHATE SOILS

5.1 Initial Assessment of Acid Sulphate Soils on the Site (Clause 10.2)

	
	Acid sulphate soils have been identified on the Site
	Yes
	
	No
	


	5.2 Location of Acid Sulphate Soils (Clause 10.2)

The locations of any Acid Sulphate Soils on the Site are stated below.

	
	


	5.3 
Likely Deposits of Acid Sulphate Soils (Clause 10.2)

	
	Likely deposits of Acid Sulphate Soils exist on the Site
	Yes
	
	No
	

	

	
	
	
	No assessment
	


	5.4 Location of Likely Deposits of Acid Sulphate Soils (Clause 10.2)

The locations of any likely deposits of Acid Sulphate Soils on the Site are stated below.

	
	


	5.5 Site Specific Requirements (Clause 10.3)

The following site specific requirements apply to the assessment and treatment of acid sulphate soils.

	
	


	5.6 Water Treatment (Clause 10.6)

The standard to be attained prior to discharge of contaminated water is as follows.

	
	


	6 AREAS AVAILABLE FOR THE DISPOSAL OF EXCESS AND UNSUITABLE MATERIAL ON THE SITE (Clauses 7.2.7 and 11.2)

The following areas on the Site are available for the disposal of excess and Unsuitable Material.  If no areas are indicated, all such material shall be removed from the Site.

	
	


	7 GROUND SURFACE TREATMENT

7.1 Additional Areas for Standard Ground Surface Treatment (Clause 12.2.1.1)

Standard ground surface treatment shall be carried out on the following areas additional to those specified in Clause 12.2.1.1.

	
	


	7.2 Ground Surface Treatment, Special, Measured in Square Metres (Clause 12.2.2)

The following are the Contract specific requirements for Special Ground Surface Treatment.


	Area
	Requirements

	
	

	
	

	
	

	
	


	8 AREAS TO BE TYNED

The following areas shall be lightly tyned (Clause 13.3.1).

	
	


	9 EXCAVATION

	Pre-splitting of Batters (Clause 13.3.2.3)

Batters in the following areas are required to be pre-split.

	
	


	10 
EMBANKMENTS

10.1 General Fill Material Properties (Clause 14.2.2)

General fill shall have the following properties.  Where information is not specified below, general fill material shall have the properties specified in Clause 14.2.2.


	Material Description
	Property Requirements

	
	WPI
	LL
%
	PI
%
	% passing 0.075 mm AS Sieve
	Soaked CBR
	Unsoaked CBR

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	10.2 
Subgrade Fill Material - Additional Properties (Clause 14.2.4)

General fill material used in the construction of subgrade in road embankment and for treatment of subgrade in cuttings shall have the following properties in addition to those specified in Clause 14.2.4


	Material Description
	Property Requirements

	
	WPI
	LL
%
	PI
%
	% passing 0.075 mm AS Sieve
	Soaked CBR
	Unsoaked CBR

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	10.3 Special Embankment Materials (Clause 14.2.8)
The following are the requirements for Special Embankment Materials.


	Area
	Requirements

	
	

	
	

	
	


	10.4 Embankment Zones (Clause 14.3.1)

	
	Embankments are to be constructed in zones
	Yes
	
	No
	

	

	10.5 Embankment Fill Material (Clause 14.3.1)

The following are the requirements for embankment fill material.


	Area
	Requirements

	
	

	
	

	
	


	11 RAINFALL ZONE (Clause 15.3)

	
	The rainfall zone which applies to the Contract is ‑

	
	  
	High (> 800)
	

	

	
	
	Medium (500 – 800)
	

	
	

	
	  
	Low (< 500)
	


	12 BORROW ON THE SITE

12.1 Areas for Borrow on the Site (Clause 17.2)

The following areas on the Site are available for borrow of additional material.  If no areas are indicated, no material shall be borrowed from areas on the Site.

	
	


	12.2 Requirements for Borrow on the Site (Clause 17.2)

The following additional requirements shall apply to borrowing operations on the Site.

	
	


	13 SUBGRADE

	13.1 
Unbound Pavement Material (Clause 18.2.2)

Unbound pavement material shall be of the following subtype.

	

	
	For use in unbound treatments
	

	

	
	For use in insitu stabilised treatments
	

	

	
	For use in plant-mixed stabilised treatments
	


	13.2 Drainage Layer Material (Clause 18.2.3)

Drainage layer material shall be unbound pavement material of the following subtype.

	

	
	For use in unbound drainage layer
	

	

	
	For use in insitu stabilised drainage layer
	

	

	
	For use in plant-mixed stabilised drainage layer
	


	13.3 Stabilising Agent – Plant Mixed Stabilisation (Clause 18.2.5)

The stabilising agent and its rate of application for plant-mixed stabilisation shall be as follows.

	
	


	13.4 Subgrade Visible Vertical Movement (Clause 18.3.1)

The construction equipment used to assess visible vertical movement shall be as follows.

	
	


	13.5 Subgrade Treatment(s) in Cuttings (Clauses 18.3.3.1 and 18.3.3.4 to 18.3.3.11)

The following subgrade treatment(s) shall be applied in cuttings. 


	Location
	Treatment Type
	Treatment Depth (mm)

	
	
	

	
	
	

	
	
	

	
	
	


	13.6 Testing of Subgrade in Cuttings (Clause 18.3.3.2)

	
	Testing of subgrade in cuttings in other than rock is required
	Yes
	

	

	
	
	No
	

	

	
	
	If directed by the Administrator
	
	


	13.7 Testing Frequency for Subgrade (Clause 18.3.3.2)

Testing of subgrade in cuttings shall be undertaken at the following locations and frequencies.

	
	


	13.8 Subgrade Treatment Type I (Clause 18.3.3.12)

Subgrade treatment Type I shall be in accordance with the following provisions.

	
	


	13.9 Near-Grade Embankments and Transitions (Clause 18.3.4.2 and 18.3.4.3)

	
	Additional foundation testing and preparation at near-grade embankments is required.
	Yes
	
	No
	

	

	
	Construction as a near-grade embankment shall continue for a distance of 10 metres into the cuttings.
	Yes
	
	No
	


	14 SUPPLEMENTARY REQUIREMENTS (Clause 22)

The following supplementary requirements shall apply.
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