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	Bridge Bearings
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	 
	

	
	

	Note:


	Clause references within brackets in this Annexure refer to clauses in the parent Technical Standard MRTS81 unless otherwise noted.


	STRUCTURE
	


	1 ELASTOMERIC BEARINGS (Clause 5.1)


The following elastomeric bearings are required to be supplied.


	Item Number
	Location
	Type
(Single Layer or Laminated)
	Part Number
(AS 5100.4)

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


2 POT-TYPE BEARINGS (Clauses 6.3.2, 6.5.5.1 to 6.5.5.4)

2.1 The following pot-type bearings are required to be supplied.

	Item No
	Location
	Type (Sliding or Fixed)
	Movement (Sliding Bearings) (mm)
	Servicability Vertical Load (kN)
	Maximum Ultimate Vertical Load (kN)
	Maximum Ultimate Lateral Load (kN)
	Concurrent
Minimum
Ultimate
Vertical
Load for Lateral Load test (kN)
	Design Rotation (radian)

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	3 SUPPLEMENTARY REQUIREMENTS (Clause 9)


The following supplementary requirements shall apply to the supply and testing of bearings
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