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	Provision for Traffic
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	
	

	
	


Note: 
Clause references within brackets in this Annexure refer to clauses in the parent Technical Standard MRTS02 unless otherwise noted.
	

	1 
METHOD OF TRAFFIC CONTROL

1.1 Construction Under Traffic (Clause 5.2)

The following sections of the work under the Contract may be constructed under traffic.

	
	

	
The following specific requirements shall apply to construction under traffic.

	
	

	

	1.2 Detouring Traffic (Clauses 5.4 and 7.3.4)


Traffic may be redirected around the construction, via existing roads or streets, on the following sections of work under the Contract.

	
	

	

	1.3 Redirecting onto a Side Track (Clauses 5.5 and 8.3.1)


Traffic may be redirected around the construction onto a side track on the following sections of work under the Contract. The following requirements for side tracks shall apply.

	
	

	1.4 Traffic Management (Clause 7.3.12.1)

	
	TMR Registration of traffic management company
	In Process
	
	Yes
	
	No
	

	
	

	2 NOMINATED TRAFFIC CONTROL OFFICER (Clause 6.1)

The Nominated Traffic Officer shall have the following additional qualifications and/or experience

	
	

	

	3 
TRAFFIC MANAGEMENT PLAN (Clause 6.2)


The following specific requirements shall apply to the Traffic Management Plan.

	
	

	

	4 TRAFFIC CONTROL DEVICES



The following minimum requirements shall apply to the provision of traffic control devices and early installation of ITS components. (Clause 7.2)
5 RESTRICTIONS TO TRAFFIC (Clause 7.3.2)

5.1 Traffic Lane Configurations


The minimum number of traffic lanes, the minimum width of and clearance to traffic lanes and the minimum posted speed shall be as follows.

	
	Location
	Days
	Time Period
	Number of Lanes in Each Direction
	Minimum Lane Width

(metres)
	Minimum Clearance to Objects

(metres)
	Minimum Posted Speed

(kilometres per hour)

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	5.2 
Single Lane, One Way Traffic

The maximum delay to traffic under single lane, one way traffic arrangements shall be as follows.

	
	Location 
	Days
	Time Period
	Maximum Delay Time

(minutes)

	
	
	
	
	

	

	5.3 
Stopping Traffic in Both Directions


Traffic may be stopped in both directions simultaneously only in the situation described below.


	
	
Location
	Reason
	Days
	Time Period
	Maximum Delay Time

(minutes)

	
	
	
	
	
	


	

	5.4 Period of No Lane Closures


Days during which lanes shall not be closed and work involving stop/go arrangements shall not be carried out.

	
	

	6 USE OF POLICE OFFICERS (Clause 7.3.10)
Police officers shall be employed to assist in the control of traffic in the following situations.

	
	

	

	7 ADDITIONAL TRAFFIC CONTROLLERS (Clause 7.3.13)


Additional Traffic Controllers shall be provided in the following circumstances.

	
	

	

	8 DELINEATION OF TRAFFICKED CORRIDORS (Clause 7.3.14.1)


Specific requirements for delineation of trafficked corridors shall apply as follows.

	
	

	

	9 
SIDE-TRACKS

9.1 Geometric Requirements (Clause 8.3.3)


The minimum geometric requirements for side-tracks shall be as follows.

	
	

	

	9.2 Paving and Sealing (Clause 8.3.5)


The paving and sealing requirements for side-tracks shall be as follows.

	
	

	

	10 
TEMPORARY BARRIERS

10.1 
Fabrication of Barriers (Clause 10.3)

Barriers shall be supplied, fabricated and installed as shown on the following drawings.

	
	

	

	10.2 Separation Requirements (Clause 10.4)

	
	Traffic shall be separated from roadworks and hazards as specified in Table 10.4
	Yes
	
	

	

	Opposed flows of traffic shall be separated as specified in Table 10.4
	Yes
	
	  

	

	
Temporary Barriers shall be installed in the following additional situations.

	
	

	

	11 
ANTI-GAWKING SCREENS

11.1 Location of Anti-Gawking Screens (Clause 12.1)

	
	Anti-gawking screens shall be installed 
	Yes
	
	No
	

	

	11.2 Additional Anti-Gawking Screens (Clause 12.1)


Anti-Gawking Screens shall be installed in the following additional situations.

	
	

	

	12 TEMPORARY ROAD LIGHTING (Clause 13.1)


Temporary road lighting shall be installed in the following locations.

	
	

	
	

	13 TRAVEL TIME SURVEYS (Clause 16)

	
	The Contractor shall undertake Travel Time Surveys
	Yes
	
	No
	

	

	14 SUPPLEMENTARY REQUIREMENTS (Clause 17)
The following supplementary requirements shall apply
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