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	Annexure MRTS03.1 (March 2025)
	

	Drainage Structures, Retaining Structures and Slope Protections
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number 
	
	

	

	Note:
	Clause references within brackets in this Annexure refer to Clauses in the parent Technical Specification MRTS03 unless otherwise noted.



	Testing Frequencies (Clause 5.4)
The following minimum testing frequencies and minimum number of tests shall apply to the construction of work covered by this Technical Specification.



	Construction Activity
	Description
	Test method
	Normal Testing level
	Reduced testing level

	
	
	
	Minimum testing frequency
	Minimum number of tests
	Minimum testing frequency
	Minimum number of tests

	Example:
Hand placed concrete paving (Clause 30)
	Slip resistance
	Q704
	One per 50 m2
	one per lot
	One per 100 m2
	one per lot

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	



	Components to be salvaged
Culvert and culvert end structures (Clause 9.2)
The following culverts and/or culvert end structures shall be salvaged.

	
	



	Salvage storage location (Clause 9.2)
The location of the storage site for salvaged materials is as follows.

	
	



	Supply of Precast and Preformed Culvert

	Details of precast and preformed culvert components (supply only) (Clause 10.2)
Details of any precast and preformed culvert components supplied only under the Contract are as follows.

	Item number
	Description
	Section size (mm)
	Length (metres)
	Class or gauge
	Design height of fill (metres)†

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	† For reinforced concrete box culverts only.



	[bookmark: _Hlk76043938]Interlocking blocks – Approved Products (Clause 41.2)
The following products are approved for use as interlocking block protection.

	
	



	Crib walls – Approved Products (Clause 47.2)
The following products are approved for use as crib wall.

	
	



	Supplementary Requirements (Clause 52)
The following supplementary requirements shall apply.

	
	



Transport and Main Roads Specifications, March 2025	4
image1.png
Queensland
Government




