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	Annexure MRTS52.1 (July 2018)
	

	Erosion and Sediment Control
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number 
	
	

	

	Note:
	Clause references within brackets in this Annexure refer to Clauses in the parent Technical Specification MRTS52 unless otherwise noted.



	Land
The Principal has entered into an agreement or commenced negotiation with adjacent landowners (Clause 1.2)

	
	Yes
	
	No
	



	Land use agreement and negotiation details

	
	



	Project risk level
For the purposes of Technical Specification MRTS52 the project shall comply with the requirements of the following erosion risk level (Clause 1.3)

	Low
	
	Medium
	
	High
	



	Different erosion risk levels are required at different times of the year and / or for sites with stark topography and/or soil characteristic differences (Clause 1.3)

	
	Yes
	
	No
	



	Details of project duration, timing of year and seasonal rainfall affecting erosion risk levels (Clause 1.3)

	
	



	Erosion and sediment control
Project specific issues and requirements for temporary erosion and sediment control (Clause 6.2)

	
	



	Inspections and audits
Inspection and audit additional requirements (Clause 9)

	
	



	Cost recovery for incidents (Clause 9.2)

	
	Hourly rate used for calculation of cost recovery for serious or material environmental harm incident
	$/hr
	



	Supplementary requirements (Clause 11)
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