Outreach Extension,
refer Standard Drawing 1427

Double Road Lighting Outreach, Single Road Lighting Outreach,
refer Standard Drawing 1427. refer Standard Drawing 1427
Refer Single Road Lighting Outreach for all Type Code Designations

TYPE DESIGNATION

Type Code Designation 1.5 E ftem Description Code
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I I No post required 0
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Luminaire Spigot, q s Luminaire Transition Piece type code here
refer Standard 2 Road Lighting Outreach type code here
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NOTES:
1. SCOPE: This Standard Drawing provides typical configurations of circular combination
mast arms for traffic signals and road lighting, in accordance with MRTS97.
- This Standard Drawing provides ‘U’ Series Mast Arm Type Designations for ordering
H purposes.
- This drawing supersedes TMR fabrication drawing 249768.
Refer Standard Drawing 1427 for traffic signal and road lighting mast arm
Mast Arm Post. configurations and TMR Parts List selections.
For details of Post without Luminaire Spigot, refer Standard Drawing 1713.
_ L For details of Post with Luminaire Spigot, refer Standard Drawing 1714. REFERENCED DOCUMENTS:
Mast Arm Post Type Designations Departmental Standard Drawings:
Type Code 0" = where none is required 1427 Traffic Signals/Road Lighting — Mast Arm U Series Installation Details
Type Code 1 = without luminaire spigot Departmental Specifications:
Type Code 2 = with luminaire spigot MRTS78 Fabrication of Structural Steelwork
MRTS97 Mounting Structures for Roadside Equipment
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