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PERMENANT “PARTHENIUM WEED 
WASHDOWN FACILITY” - LEFT / RIGHT

Note:

1. For sites where closures of the facility are 
anticipated see options on pages 2 and 3.

2. For chevron detail refer to TC9565.



A

05/12/11

PRINCIPAL ENGINEER
(Traffic Engineering)

APPROVED AS OFFICIAL TRAFFIC SIGN

Scale

Not to Scale

CheckedDesigned Date

 Road Safety Systems Management Division
Road Safety Unit

B

INTERSECTION DIRECTION SIGN

JD 06/99RH 06/99

Page 2 of 3

Retroreflective green 
(legend and border)

Retroreflective white 
(background and legend)

Colour Legend

** Hinge line

PARTHENIUM WEED

130

80

140EN

35

35

140EN

45

95

3100
R100

24

48

700

CHANGEABLE “PARTHENIUM WEED 
WASHDOWN FACILITY” - LEFT

Typical operation

TC1144_2

1. * Security holes placed to accommodate suitable weather 
resistant security locks.

2. Security locks to be permanently installed for both open or 
closed options.

3. ** Suitable weather resistant hinges to be used.
4. For right hand direction option see page 3.
5. For sites where no closures are anticipated see page 1.
6. For chevron detail refer to TC9565.

* Security Holes

Notes:
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Typical operation

CHANGEABLE “PARTHENIUM WEED 
WASHDOWN FACILITY” - RIGHT

TC1144_3

* Security Holes

1. * Security holes placed to accommodate suitable weather 
resistant security locks.

2. Security locks to be permanently installed for both open or 
closed options.

3. ** Suitable weather resistant hinges to be used.
4. For left hand direction option see page 2.
5. For sites where no closures are anticipated see page 1.
6. For chevron detail refer to TC9565.

Notes:
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