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Department of Transport and Main Roads
Infrastructure Management & Delivery Division

APPROVED AS OFFICIAL TRAFFIC SIGN

PRINCIPAL ENGINEER
(Traffic Engineering)

CheckedDesigned

TV 6/15 DJ 6/15

“DO NOT ENTER FLOODWATER"

WARNING SIGN

TC2087_1

Retroreflective white

Black

Colour Legend Notes

1. This sign may be installed in conjunction with advance flooding
signs.

2. It may be used as a stand alone option and be installed at
locations where flooding is likely to occur frequently.

3. For options that may be utilised as supplementary signs to either
G9-21-1 or G9-21-2, refer to TC2087_2 and TC2087_3.
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1. This sign may be installed in conjunction with advance flooding
signs.

2. It may be used as a supplementary sign to G9-21-1  (see example)
and be installed at locations where flooding is likely to occur
frequently.

3. For an option to be utilised as a supplementary sign to G9-21-2 or
option as a stand alone sign, refer to TC2087_3 and TC2087_1
respectively.
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Colour Legend Notes

1. This sign may be installed in conjunction with advance flooding
signs.

2. It may be used as a supplementary sign to G9-21-2  (see example)
and be installed at locations where flooding is likely to occur
frequently.

3. For an option to be utilised as a supplementary sign to G9-21-1 or
option as a stand alone sign, refer to TC2087_2 and TC2087_1
respectively.
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