Minor side street

Bus lane line marking -

(21/3 module)

Major side street

200 mm red each side of
150 mm broken white line

Notes:
1.

. Application of special

. Advisory “Enter Bus Lane

. All markings to be

‘Special arrows’ to be
located at 50 m and
100 m from major
intersections, contingent
upon left turn demand and
signal cycle time (goal is to
ensure that buses that
arrive at the end of the
queue get the next green).

‘special arrow’ -
lateral connection
between standard
left and through
arrows (refer to
TC1427_2 for
design details)

arrows at minor
intersections to be
determined on a case by
case basis.

See Note 3

Here...” signs may be
installed adjacent to the
first special arrow where
indicated. For details see
TC1427 3.

installed with a high skid
resistance material (e.g.
calcine bauxite.
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‘SPECIAL ARROW'’ DETAIL 100 mm

Note: Minimum length of arrow = 6 m

Y = length of arrow (mm)
- 60

C Queensland Government BUS LANE MARKING

Department of Main Roads “SPECIAL ARROW”
P|c|nning, Design & Opergﬂons Division ORIGINAL APPROVED AS OFFICIAL TRAFFIC SIGN
Traffic Engineering & Road Safety éi 105/ TC1427 2
fgj a 12/05/08 -
Designed Checked Scale - PRINCIPAL ENGINEER """"""" Date Page 2 of 3
RH 05/03 DJ 02/07 Not to Scale (Traffic Engineering) D




800

[50

112

Ll

135

ENTER
HERE
FOR LEFT
TURN TO

“

1200

Note:

1. This sign to be used only in conjunction with
and adjacent to the first road marked “special

Colour Legend ‘
arrow” as shown in TC1427 1.

. Black (legend and border) 2. * Insert appropriate side access name. (Font
legend should be TTOCM but may be varied to
. Retroreflective red (background) suit a longer length name.)
3. ** Insert appropriate description. (e.g. Street,
D Retroreflective white (legend and background) Road, Avenue, Parade, etc.)
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