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1.

2.

4.

May be used in advance of a tunnel to advise when directed by flashing
lanterns, overheight vehicles to an alternate route.

*  Insert appropriate tunnel name.

3. ** Insert clearance height.

When high vehicles are detected, the group of 4 x 200 mm diameter
flashing lanterns are to operate in accordance with ITS guidelines.
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1.

2.

4.

May be used in advance of a tunnel to advise when directed by flashing
lanterns, overheight vehicles to an alternate route.

*  Insert appropriate tunnel name.

3. ** Insert clearance height.

When high vehicles are detected, the group of 4 x 200 mm diameter
flashing lanterns are to operate in accordance with ITS guidelines.
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1.

2.

4.

May be used in advance of an exit to a tunnel to advise overheight
vehicles, when directed by flashing lanterns, not to exit to the tunnel.

*  Insert appropriate tunnel name.

3. ** Insert clearance height.

When high vehicles are detected, the group of 4 x 200 mm diameter
flashing lanterns are to operate in accordance with ITS guidelines.
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1.

3.

5.

May be used in advance of a tunnel to advise overheight vehicles, when
directed by flashing lanterns, to stop in the stopping bay ahead and not to
enter the tunnel.

2. Option B may be used to highlight the location of the stopping bay.

*  Insert appropriate tunnel name.

4. ** Insert clearance height.

When high vehicles are detected, the group of 4 x 200 mm diameter flashing
lanterns are to operate in accordance with ITS guidelines.
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“TUNNEL HEIGHT LIMIT .. m”
“OVERHEIGHT VEHICLES MUST EXIT RIGHT”

1.

2.

4.

May be used in advance of a height limited tunnel to advise when directed
by flashing lanterns, overheight vehicles to an alternate route.

*  Insert appropriate tunnel name.

3. ** Insert tunnel height limit.

When high vehicles are detected, the group of 4 x 200 mm diameter
flashing lanterns are to operate in accordance with ITS guidelines.
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“TUNNEL HEIGHT LIMIT .. m”
“OVERHEIGHT VEHICLES MUST EXIT LEFT”

1.

2.

4.

May be used in advance of a height limited tunnel to advise when directed
by flashing lanterns, overheight vehicles to an alternate route.

*  Insert appropriate tunnel name.

3. ** Insert tunnel height limit.

When high vehicles are detected, the group of 4 x 200 mm diameter
flashing lanterns are to operate in accordance with ITS guidelines.
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1.

2.

4.

May be used in advance of an exit to a height limited tunnel to advise
overheight vehicles, when directed by flashing lanterns, not to exit to the
tunnel.

*  Insert appropriate tunnel name.

3. ** Insert tunnel height limit.

When high vehicles are detected, the group of 4 x 200 mm diameter
flashing lanterns are to operate in accordance with ITS guidelines.
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“TUNNEL HEIGHT LIMIT .. m”
“OVERHEIGHT VEHICLES STOP IN BAY”

1.

3.

5.

May be used in advance of a height limited tunnel to advise overheight
vehicles, when directed by flashing lanterns, to stop in the stopping bay ahead
and not to enter the tunnel.

2. Option B may be used to highlight the location of the stopping bay.

*  Insert appropriate tunnel name.

4. ** Insert tunnel height limit.

When high vehicles are detected, the group of 4 x 200 mm diameter flashing
lanterns are to operate in accordance with ITS guidelines.
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